
(RS-422) / (Ethernet)

for AS825-UDK-H for AS825-EDK-H (Ethernet)
(RS-422)



 PERFORMANCE AS825-UDK-H (120V) AS825-EDK-H (240V)

 Use, MultiLane

 Typical mounting location Overhead: 25 Ft – 30 Ft Overhead: 7.6 - 9.2m

 Field of View

 Angular resolution

 Scan rate

 Vehicle Classification Categories

 Vehicle Detection Accuracy

 Vehicle Classification Accuracy

 Vehicle Speed Accuracy

 Vehicle Length Accuracy

 Vehicle Height Accuracy ± 0.5 inches Max ± 12.7 mm Max

 PHYSICAL

 Power Input 90-140 V, 50-60 Hz, 1.5 A 200-264 V, 50-60 Hz, 1.0 A

 Power Consumption

 Dimensions (L x W x H) 16 x 13.5 x 5 inches 406 x 343 x 127 mm

 Weight 29 pounds 13.1 kg

 DATA INTERFACE

 Ethernet

 RS-422

 ENVIRONMENTAL

 Temperature (with sun loading) -40 to +160 degrees F -40 to +70 degrees C

 Thermal Shock 60 degrees F/minute 15.5 ˚C/minute

 Humidity

 Rain
0.8 inches/hour operating,                                                                   

4 inches/hour maximum

20 mm/hour operating,                                                             

100 mm/hour maximum

 Snow Loading 20 lb./ft2 98 kg/m
2

 Wind Loading 43 knots steady, 73 knots gusts 22 m/s steady, 37 m/s gusts

 Reliability (MTBF)

 Maintainability

ACCESSORIES

 Mounting Plate

 Mounting Hardware

 Power Cable 9291011-9-XYZ (XYZ = 50ft, 100ft, 150ft, 200ft or 250ft) 9291111-9-XYZ (XYZ = 15m, 30m, 45m, 60m or 75m)

 Power Cable Connector PW06P12-3S PW06P12-3SY

 Communications Cable (RS-422) 9291009-9-XYZ (XYZ = 50ft, 100ft, 150ft, 200ft or 250ft) 9291009-9-XYZ (XYZ = 15m, 30m, 45m, 60m or 75m)

 Communications Cable (Ethernet) 9291020-29-XYZ (XYZ = 50ft, 100ft, 150ft, 200ft or 250ft) 9291020-29-XYZ (XYZ = 15m, 30m, 45m, 60m or 75m)

 Communications Cable Connector (RS422)

 Communications Cable Connector (Ethernet)

 Beam Finder 9301000-9

PT06P14-19S

PW06P12-10S

19471023-9

TCP/IP 10/100 Mbps

19.2, 38.4, 57.6 Kbaud (User selectable), 8 data bits, 1 start, 1 stop, no parity

0 to 100% condensing

>35,000 hours

15 minutes (Mean Time to Replace)

19476122-1

11 standard, plus 20 user-definable categories

>99% (ORT)

>95% (into 6 vehicle classes)

± 10% (Under assumption of constant speed during passing of entire vehicle under scanner)

± 10% (Under assumption of constant speed during passing of entire vehicle under scanner)

40 W nominal, 160W maximum

Specifications

Multi Lane - Open Road to achieve vehicle detection, separation, classification and camera trigger

60 degrees

0.667 degree

360 scans per second per beam
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